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TREND - DE LUXE INSTALLATION INSTRUCTIONS

[1] Disconnect the mains before  
installation!
[2] Insert the wires of the units into 
the connector on N,      , and L1/L2/L3 
{A}. Mount the connector on the wiring 
harness of the light line {B}.
[3] Mount the 7-pin connector on the 
wiring harness {A}. 
Fit the protective sleeve into the profile 
{B} and tighten the coupling nut {C}.
[4] Click the guard onto the two end 
caps {A}. 
Fit the light unit into the profile of the 
light line {B}. Ensure that the springs of 
the unit are clicked over the edge of the 
light profile.
[5] Fit the reflector mirror in the centre of 
the light profile.
[6] Click the side caps onto the light 
profile. 
[7] The number of suspension points 
should correspond with the number of 
luminaires to be installed.
[8] To clean the luminaire use only a 
cloth and a little water if necessary.

FG10001 is design line lighting 
and is ideally suited for use in offices, 
showrooms, schools and shops.

INSTALLATION

SAFETY

TECHN. SPECIFICATIONS

Disconnect the mains before starting 
to install the light line.

Any work on the 230V-mains and/or the 
installation of the light line must be car-
ried out by qualified electricians only.

All installation instructions must be 
followed.

When connecting the wiring, always 
take special note of corresponding 
colours.

Take all technical specifications of the 
appliance into consideration.

If in any doubt, please contact Veko 
Lightsystems Technical Department.

If you have any questions about the 
installation e-mail montage@veko.nl 
or call +31 (0)224 273 235

Partial capacity utilization

Full capacity utilization

2 suspension points

3 suspension points
Mains voltage: 230 - 240 V, 50 Hz
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