VOLICA 2.0 LED SYSTEM LOW UGR

Group in catalogue: LINEAR AND SYSTEM LUMINAIRES

c € @ 220-240V IK IP
50/60 Hz 04 20
LED

Decorative system luminaire for LED light sources; powder-coated aluminium profile
equipped with an efficient lighting system to reduce glare levels, optimised for
indoor use. The luminaire is available in surface-mounted or suspended version,
depending on the purchased accessories.

TECHNICAL DATA Mounting: suspended, on wire suspension (on request), surface
mounted

Body: aluminum profile

Colour: anode C-0, white, black
Diffuser: opal matt (PMMA)
ELECTRICAL DATA Power supply efficiency: >80%
Power: 220-240V 50/60Hz
Includes light source: yes

Type of equipment: ED, DALI

Electrical connection: max 3x0,75 mm” wire with a length of
1.7 m (I class), max 5x0,75 mm” wire with a length of 1.7 m (I
class)

OPTICAL DATA Light distribution: omnidirectional

Way of lighting: direct

Type of optic: opal diffuser

ULOR/DLOR: 0/100

GENERAL DATA Lifetime (L80B10): 100 000 h

Warranty: 5 years

Application: offices, reception desks, galleries, museums

LIGHT FACTORY

®

Gl lgnth  lminebe  Lmeumiave  Hag o qume e  Opertingtempetur
01050X.XL17.131 566 9 1300 144 3000 >80 <19 0..+35
01050X.XL18.131 566 9 1400 156 4000 >80 <19 0..+35
01050X.XL25.131 566 12 1700 142 3000 >80 <19 0..+35
01050X.XL26.131 566 12 1800 150 4000 >80 <19 0..+35
01050X.XL19.132 1126 18 2600 144 3000 >80 <19 0..+35
01050X.XL20.132 1126 18 2750 153 4000 >80 <19 0..+35
01050X.XL27.132 1126 23 3400 148 3000 >80 <19 0..+35
01050X.XL28.132 1126 23 3600 157 4000 >80 <19 0..+35
01050X.XL21.133 1686 27 3900 144 3000 >80 <19 0..+35
01050X.XL22.133 1686 27 4100 152 4000 >80 <19 0..+35
01050X.XL29.133 1686 35 5100 146 3000 >80 <19 0..+35
01050X.XL30.133 1686 35 5400 154 4000 >80 <19 0..+35
01050X.XL23.134 2246 36 5100 142 3000 >80 <19 0..+35
01050X.XL24.134 2246 36 5450 151 4000 >80 <19 0..+35
01050X.XL31.134 2246 46 6800 148 3000 >80 <19 0..+35
01050X.XL32.134 2246 46 7200 157 4000 >80 <19 0..+35

01050 . L17.131
T l%lType of equipment
5 ED
3 DALI
Colour

1 Owhite

3 M black

8 [Hanode C-0

Luminous flux tolerance +/- 10%.

Power tolerance +/- 5%.

Lighting beam, light intensity distribution and light efficiency were examined in accordance with the EN 10 17025:2005 norm for EN13032 norm series and the LM-79 norm.
Up-to-date product info and General Warranty Terms available on our website www.luglightfactory.com

Detailed information on luminous fluxes and powers for individual indexes are indicated on the product data sheet.

The parameters in the data sheet are given for Ta=25°C.

Date of issue: 20-1-2021 The LUG Company reserves right to introduce any construction changes and improvements into the lighting luminaires
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Code Dimensions (] Net weight [kg]
01050%.XL17.131 566 60 80 26
01050X.XL18.131 566 60 80 26
01050X.XL25.131 566 60 80 26 —x
01050X.XL26.131 566 60 80 26 4 H
01050X.XL19.132 1126 60 80 3.9
01050X.XL20.132 1126 60 80 3.9 < > L—J
01050X.XL27.132 1126 60 80 39 L W
01050X.XL28.132 1126 60 80 39
01050%.XL21.133 1686 60 80 45
01050%.XL22.133 1686 60 80 45
01050X.XL29.133 1686 60 80 45
01050X.XL30.133 1686 60 80 45
01050%.XL23.134 2246 60 80 64
01050%.XL24.134 2246 60 80 64
01050X.XL31.134 2246 60 80 6.4
01050X.XL32.134 22466080 6.4
OTHER PICTURES

Luminous flux tolerance +/- 10%.

Power tolerance +/- 5%.

Lighting beam, light intensity distribution and light efficiency were examined in accordance with the EN IS0 17025:2005 norm for EN13032 norm series and the LM-79 norm.
Up-to-date product info and General Warranty Terms available on our website www.luglightfactory.com

Detailed information on luminous fluxes and powers for individual indexes are indicated on the product data sheet.

The parameters in the data sheet are given for Ta=25°C.

Date of issue: 20-1-2021 The LUG Company reserves right to introduce any construction changes and improvements into the lighting luminaires
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ACCESSORIES

LIGHT FACTORY

VOLICA 2.0 LED SYSTEM suspended
STARTER KIT 3-pole white (1x 1.75m

[1150031.01046
L%%?epgﬁ\;vﬁ(rj c? ;icgm Soe%J leend cap, Tx T\ O150061.00066 Mechanical round suspension with
@ ’ /- [d150062.00067 supply connector
& \SI%)ALIIQCTé RZ.KOITLED SYISTEhM su(spended
5-pole white (1x 1.75m
[1150031.01051 Ion? power cord, 2x module end cap, 1x
cable gland, 1x screw set)
\SI%\LIIR(Té RZI?I%ED S\I(STEM s(uspended |
-pole gray (1x 1.75m lon )
£1150032.01047 power cord, 2x module end cap, 1x cab?e 150060.00987 Gripper (1 pcs.)
.’.‘ @ gland, 1x screw set)
. STARTERKIT 5 ple gy (11 5
-pole gray (1x 1.75m lon
[1150032.01052 p?wgr cord, 2x mO(;uIe end cap, 1x cab?e VOLICA %igTIAEFIR)TEYRSKTIET,\g sur}’aceh.
gland, 1x screw set mounte -pole white
VOLICA 2.0 LED SYSTEM suspended S moduleend cap, T cable gland, Tx
W 15003301048 STARTERKIT3-pole black (1x 1.75m saew et
’ Ion? power cord, 2x module end cap, 1x VOLICA 2.0 LED SYSTEM surface
@ cable gland, 1x screw set) 0115003101056 Mounted STARTERKIT 5-pole white
" VOLICA 2.0 LED SYSTEM suspended ' (2x module end cap, x cable gland, 1x
mi5003301050  STARTERKITS-pole lack (1x1.75m surew set)
’ Iortl)? polwe(ri cord, 2x mod;lle end cap, 1x VOLICA %j(S)Tl}EF?TEKSKTIET,\g surlface 0
cable gland, 1x screw set mounte -pole gray (2x
! [1150032.01054 module end cap, 1x cable gland, 1x
screw set)
f VOLICA 2.0 LED hanical VOLICA 2.0 LED SYSTEM surface
b 150030.01050 5 LEUSusp mechanica mounted STARTER KIT 5-pole gray (2x
\ \’\' connector 90 15003201057 module end cap, 1x cable gland, Tx
screw set)
T
mounte 3-pole black (2x
- W150033.01055 module end cap, Tx cable gland, 1x
_,/ . screw set)
o \ | 150060.00062 Suspension hanger MINI VOLICA %i(S)TIfF?T[SEYRSKTIETM surlfactfl @
) — mounte 5-pole black (2x
W150033.01058 module end cap, 1x cable gland, 1x
screw set)
~
‘ \_ S}gggg;ggggi Mechanical round suspension
LIGHT BEAM CURVES
010508.5L17.131

WAY OF LIGHTING

010508.5L17.131

Luminous flux tolerance +/- 10%.
Power tolerance +/- 5%.

Lighting beam, light intensity distribution and light efficiency were examined in accordance with the EN 10 17025:2005 norm for EN13032 norm series and the LM-79 norm.

Up-to-date product info and General Warranty Terms available on our website www.luglightfactory.com
Detailed information on luminous fluxes and powers for individual indexes are indicated on the product data sheet.

The parameters in the data sheet are given for Ta=25°C.

Date of issue: 20-1-2021

The LUG Company reserves right to introduce any construction changes and improvements into the lighting luminaires
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Luminous flux tolerance +/- 10%.

Power tolerance +/- 5%.

Lighting beam, light intensity distribution and light efficiency were examined in accordance with the EN IS0 17025:2005 norm for EN13032 norm series and the LM-79 norm.
Up-to-date product info and General Warranty Terms available on our website www.luglightfactory.com

Detailed information on luminous fluxes and powers for individual indexes are indicated on the product data sheet.

The parameters in the data sheet are given for Ta=25°C.

Date of issue: 20-1-2021 The LUG Company reserves right to introduce any construction changes and improvements into the lighting luminaires



